
Data sheet
 

 

Creation date March 25, 2024 4:34:09 PM CET

  Catalogue status 23.03.2024 / We reserve the right to make technical changes. 1

SEP 4C 2.5 Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 26
D-32758 Detmold
Germany
 
www.weidmueller.com

 

 

General ordering data

 
Version End plate (terminals), 82.1 mm x 2.1 mm, dark

beige
Order No. 2751100000
Type SEP 4C 2.5
GTIN (EAN) 4064675267621
Qty. 20 pc(s).
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=2751100000
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Technical data
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Dimensions and weights
 
Depth 30.6 mm   Depth (inches) 1.205 inch
Height 82.1 mm   Height (inches) 3.232 inch
Width 2.1 mm   Width (inches) 0.083 inch
Net weight 2.82 g    
 

Temperatures
 
Storage temperature -25 °C...55 °C   Continuous operating temp., min. -60 °C
Continuous operating temp., max. 130 °C    
 

Material data
 
Material Wemid   Colour dark beige
UL 94 flammability rating V-0    
 

Additional technical data
 
Snap-on Yes    
 

Classifications
 
ETIM 6.0 EC000886   ETIM 7.0 EC000886
ETIM 8.0 EC000886   ETIM 9.0 EC000886
ECLASS 9.1 27-14-11-33   ECLASS 10.0 27-14-11-33
ECLASS 11.0 27-14-11-33   ECLASS 12.0 27-14-11-33
ECLASS 13.0 27-25-03-01    
 

Approvals
 
ROHS Conform
 

Downloads
 
Approval/Certificate/Document of
Conformity Confirmation of Standards EN 45545-2_2020-10
Engineering Data CAD data -- STEP
Catalogues Catalogues in PDF-format
 

https://mdcop.weidmueller.com/mediadelivery/asset/900_//308425
https://mdcop.weidmueller.com/mediadelivery/asset/900_//245240
http://catalog.weidmueller.com/assets/LINK/Catalog.html

